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A SERVICEABLE 
PULLOVER 


T HIS attractive pullover, which 
has been specially designed 
for Girls in the Services, 
will fit neatly under a uniform, 
and has a V-shaped neck to take 
Service collar and tie. The pattern 
is simple and quick to work/ and 
the twist-rib gives an air of 
distinction. The sleeveless version 
has extra' deep armholes. 

MATERIALS 

You will require for the sleeveless ■ 
slip-on 5 ozs., or for the long-sleeved 
pullover 8 ozs., of Lister’s Lavenda 
3-ply ; also a pair of No. n knitting 
_. needles.m.cLa. set-of-N&^-i^-neediesP 

MEASUREMENTS 

The pullover measures from 
shoulder to lower edge 20 ins., and. 
the bust measurement is 34 to 36 
ins. (according to pressing). The 
sleeve seams are i6| ins. long. 


TENSION 

The knitting, using the No. 11 
needles, should produce about 
sts. and rows to 1 in., after 
lightly pressing. 


ABBREVIATIONS 

K., knit; P., purl; st. or sts., stitch 
or stitches ; tog., together; inc., in¬ 
crease. 


IMPORTANT 

-In-order to produce The measure¬ 
ments quoted, it is very essential 
that the garments are worked to the 
tension given above. If you work 
looser or tighter than our designer, 
or use different wool, and the 
needles stated do not produce 
this tension, try different size 
needles until the correct tension 
is obtained. 


The Sleeveless Pullover 


U SING two No. 13 needles, 
commence at the lower 
edge of the back by casting 
on 99 sts. 

1 st row : P. 1, * K. 1, P. 1; 

' repeat from * to end. 

2 nd row : K. 1, * P. 1, K. 1; 
repeat from * to end. 

Repeat the last 2 rows for 2| ins. 
Then change to the No. n needles 
and work in pattern thus : 


1 st row : K. 1, * P. 2, K. 2, 
P. 2, K. 1 ; repeat from * to end. 
2 nd row : P. 1, * K. 2, P. 2, 
K. 2, P. 1 ; repeat from * to end. 
3 rd row : K. 1, * P. 2, now K. 
into the back of the 2nd st. on 
the left-hand needle, then K. into 
the front of the 1st st. on the 
left-hand needle, then si. both the 
sts. off the needle tog. P. 2, K. 1. 
Repeat from * to end. 



WITH SLEEVES or 
SLEEVELESS 


4th row : Same as 2nd pattern 
row. 

The last 4 rows form the pattern ; 
continue to repeat them, but 
inc. 1 st. at both ends of the next 
and every following 4th row until 
there are 145 sts. on the needle. 
Now shape the armholes by cast¬ 
ing off 8 sts. at the beginning of 
the next 4 rows, then dec. 1 st. 
at both ends of the following 
6 rows (101 sts,). Now dec. 1 st. 
at both ends of alternate rows 
until 91 sts. remain. Continue 
in pattern without further shap¬ 
ing-until the work measuresjoJ 
ins. from the cast-on edge. 

Now shape the shoulders by 
casting off 9 sts. at the beginning 
of the next 6 rows, then cast 
off the remaining sts. loosely. 


THE FRONT 

Commence and work exactly as 
for the back until the sts. are 
increased to 145 and you are 
ready to , shape the armholes. 
Next row : (Right side of work 
towards you) Cast off 8, pattern 
over 63 sts. (counting st. on 
needle), K. 2 tog., turn. Leave the 
remaining sts. on a spare needle. 
Next row : Pattern to armhole 
edge. 

Next row : Cast off 8, pattern 
to neck edge. 

Next row : Pattern to armhole 
edge. 

Now dec. 1 st. at' the neck 
edge of the next and every 


following 4th row. At the same 
time dec. 1 st. at the armhole edge 
in every row for 6 times, then in 
every alternate row for 5 times. 
Continue to decl at the neck edge 
in every 4th row until 27 sts. 
remain. Then continue without 
further shaping until the armhole 
measures the same in depth as 
the corresponding back armhole, 
ending with the wool at the arm¬ 
hole edge. 

Shape shoulder by casting off 9 
sts. from the armhole edge in alter¬ 
nate rows until no sts. remain. 
Rejoin the wool to the inner edge 
of the sts. on the spare needle 
and pattern to armhole' edge. 
Cast off 8 sts. from the next and 
following alternate row. Now 
complete the armhole and neck, 
shapings to correspond with the 
other side of the front. 

THE NECK RIBBING 

First of all press the knitting on 
the wrong side with a warm iron 
over a damp cloth to a good shape 
and the correct size, avoiding the 
waist ribbing. Join the shoulder 
seams. Now with the set of 
No. 13 needles, and with the right 
side of the work towards you, 
pick up and K. 162 sts. round the 
neck edge (38 across the back 
and 62 sts. down each side of the 
V). Divide the sts. on to 3 
needles and work in ribbing of 
K. 1 and P. 1 for § in., but dec. 2 
sts. at the V-point in every round. 
Cast off very loosely in ribbing. 


There are BestwaY designs for every style and age 



Knitted in a Slimming 
Pattern 


Work in ribbing of K. i and P. i 
for | in. Cast off loosely in 
ribbing. Press the seams on the 
wrong side. 

MAKING UP 

Join the side seams and give a 
final press on the wrong side. 


THE ARMHOLE RIBBING 
(both alike) 

Join the side seams, then using 
the set of No. 13 needles, and 
with the right side of the work 
towards you, pick up and K. 
150 sts. round the armhole edge.. 


following 6th row until there any 
105 Sts. on the needle. Then 
continue until the. sleeve measures 
16J ins. from the cast-on edge. 
Shape the top by dec. 1 st. at 
both ends of the next 12 rows, 
then at both ends of alternate 
rows until 53 sts. remain. Now 
dec.; 1 st. at both ends of every 
row until 25 sts. remain ; then 
cast off. 


THE BACK 

W ORK exactly as for the back 
of the sleeveless pullover, 
but when the sts'. are in¬ 
creased to 145 work 9 more 
rows. Now shape the armholes 
and complete as directed. 

THE FRONT 

Work exactly as for the front 
of the sleeveless pullover until 
the sts. 1 are increased to 145. 
Work 9. more rows', then shape 
the armholes and neck as directed. 

THE LONG SLEEVES (both 
alike) 

Using 2 Nb. 13 needles cast on 
57 sts. and work in ribbing of 
K. 1 and P. 1 for i§ ins. Change 
to the No. 11 needles and continue 
in pattern as for the back, inc. 1 st. 
at both ends of the'2nd and every 


THE NECK RIBBING 

Work as directed for the sleeve 
less pullover. 


MAKING UP 

Sew the sleeves into the armholes, 
then press all the seams on the 
wrong side while' the work is 
flat. Then sew the side and sleeve 
seams and press these, too. 






